
Manufacturer1.

Country of Manufacture2.

Supplier3.

Wire Diameter4.

Tensile Strength5.

Mesh Aperture Dimension6.

ATIM Pty Ltd

PRC

GI Building Sciences Pty Ltd 

Minimum Nominal 2.00mm

450MPa ≤ (Transverse) & 500MPa ≤ (Longitudinal)

150 ±5mm x 300 ±5mm

7.  Product Dimension

8.  Product Weight

9.  Roll Dimension

10. Weight of Coating

11.  Coating Method

This product complies with AS/NZS 4859:2015

Product Specification

GIBS ROOF SAFETY MESH™

Product Installation:

1.1.  Please refer to AS/ANZ 4389:2015 for detailed installation and fixing requirements.
1.2. The wire shall be fitted under the roof sheeting so that it is supported by metal purlins/rafters or roof members that are part           

1.3 The wire shall be pulled taut to ensure only a natural sag between each purlin or roof member.
1.4 Transverse wires shall be on top of the longitudinal wires.

2.1  The wire shall be passed through a hole drilled at a spacing of 150 ±5mm in the top of the purlin and tied off with at least               

2.2 The wire shall be passed once completely around the roof member, the tail of every wire being twisted four times around 

2. Fixing of roof safety mesh

General1.

of the roof structure.

four full turns around the same wire, as shown in figure (a).

the main portion of the same wire, as shown in figure (b). 

3. Joints between adjacent lengths of the product

3.1  For purlin spacing less than 1200mm, the runs of mesh shall be side-lapped by a minimum of one mesh spacing.
3.2 For purlin spacing between 1200-2200mm, the runs of mesh shall be side-lapped by a minimum of one mesh spacing (150mm).

Side laps shall be secured with ring fasteners fabricated from minimum 2.00mm diameter wire, or equivalent, fitted at maximum
900mm centres between each purlin on one side of the lap. 
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GI Building Sciences Pty Ltd

1800mm Wide x 50m Long

Nominal 28.3KG

1.8m Long x 0.3m Diameter

35g/m² ≤ 

In Accordance with AS/NZS 4534, Class W02

150mm 

150mm 

(a) Longitudinal wires passed through holes drilled in purlins,
Lapped wires also passed through the drilled holes.

(b) Longitudinal wires wrapped around steel or wood purlins

INSTALL
GUIDE
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4. Joining rolls or sections

4.1 Place the two transverse wire together and twist the longitudinal tail wires around each other.
4.2 Twist one longitudinal tail wire four times around the main portion of the same wire.
4.3 Twist the other longitudinal tail wire once around the main portion of the same wire and then four times around
the two  transverse wires, as shown below.

GIBS ROOF SAFETY MESH™
This product complies with AS/NZS 4859:2015

 Product Handling & Storage

Handle and open the product with caution.1.
Wear PPEs to protect the product and yourself.2.
The product must not be stored in an environment that can cause corrosion and product deformation.3.
Nothing must be stacked on top of the product.4.

 Step 1  Step 2  Step 3 Step 4 End Joining Mesh

Longitudinal Wires

Cross Wires
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150mm

900mm 
maximum 
centres 

1200-2200mm

For purlin spacing 1200-200mmm, fasteners to be fitted as maximum of 900mm centres and minumin single laps. 


